Standpipe & Hydrant Key Extensions

Our standpipe extensions provide a temporary extension to the length of standpipes. The standard extension is used to extend a standpipe when the ground level has been raised. Our key and bar extension connects to the base of the Key and is held in place by tightening the grub screw.

**STANDPIPE EXTENSION**

Used to extend a standpipe when the ground level has been raised. Suitable for temporary applications only and not suitable for pressure testing applications.

**INLET:**
- 2 ½” Female Round Thread
- 2½” Male Round Thread

**OUTLET:**
- 2 ½” Male Round Thread

**MATERIALS:**
- Blue powder coated aluminium
- or uncoated aluminium

**SIZE OPTIONS:**
- 150mm
- 200mm
- 300mm
- 400mm
- 500mm
- 600mm

*Bespoke lengths can be supplied upon request.*

**HYDRANT KEY EXTENSION**

Used to extend a hydrant key where the ground level has been raised. Connects to the base of the key and is held in place by tightening the grub screw.

**DETAILS:**
- 35mm square boss to the tip
- 35mm square orifice to base

**MATERIALS:**
- Blue powder coated aluminium

**SIZE OPTIONS:**
- 150mm
- 200mm
- 300mm
- 400mm
- 500mm
- 600mm

*Bespoke lengths can be supplied upon request.*